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	   The	  Five9NS	  C1110	   is 	  a 	  high	  
performance , 	  small 	   form	  factor 	  
server . 	   	  Powered	  by 	  Intel 	   i7/i5/i3 	  
series 	  Processor , 	   this 	  space-‐
ef f ic ient 	  platform	  is 	   ideal 	   for 	  k iosk 	  
applications 	  and	  medium	  level 	  
printing	  appliance	  applications . 	   	  
I t ’ s 	  easi ly 	  customizable 	  making	   it 	  
easy 	  to 	   integrate 	   into 	  your	  exist ing	  
infrastructure . 	   	   	  
	  

HIGHLIGHTS:	  

• Intel®	  Core	  i7/i5/i3	  Series	  Processor	  OR	  
Intel®	  Pentium	  G	  Series	  Processor	  OR	  
Intel®	  Celeron	  G	  Series	  Processor	  

• Up	  to	  16GB	  memory	  
• 1	  GbE	  port	  
• 3	  PCIe	  slots	  
• Easy	  to	  scale	  out	  as	  business	  needs	  grow	  

	  
	  	  	  	  	  	  	  	  	  	  	  	  	  	  
	  
	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  

	   Big	  Performance,	  Small	  Footprint	  

The	  Five9NS	  C1110	  small	  form	  factor	  server	  offers	  
high	  performance	  at	  an	  attractive	  price	  point.	  	  This	  
platform	  provides	  10	  USB	  ports	  and	  is	  fully	  
customizable	  making	  it	  ideal	  for	  OEM	  customers.	  
The	  Five9NS	  C1110	  server	  is	  perfect	  for	  space-‐
constrained	  environments,	  and	  delivers	  reliable	  
and	  efficient	  performance	  while	  operating	  quietly.	  

Specialty	  Services	  

Choose	  from	  a	  host	  of	  services	  for	  the	  Five9NS	  
C1110	  server	  –	  including	  OEM	  Services	  -‐-‐	  aimed	  at	  
helping	  to	  architect	  and	  integrate	  a	  solution	  quickly	  
and	  affordably.	  	  	  

The	  Five9NS	  PLM	  service	  aims	  to	  help	  you	  
proactively	  manage	  your	  product	  lifecycle.	  	  The	  
product	  lifecycle	  is	  matched	  to	  your	  needs,	  with	  up	  
to	  a	  5-‐year	  product	  life	  from	  the	  date	  of	  contract	  
which	  can	  be	  extended	  upon	  request.	  	  	  
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FIVE9NS	  C1110	  Server	  
FEATURES	   PLATFORM	  
Form	  Factor	   Small	  Form	  Factor	  
Processor	   Selected	  Intel	  Core	  i7	  Series	  Processors	  

Selected	  Intel	  Core	  i5	  Series	  Processors	  
Selected	  Intel	  Core	  i3	  Series	  Processors	  
Selected	  Intel	  Pentium	  G	  Series	  Processors	  
Selected	  Intel	  Celeron	  G	  Series	  Processors	  

Processor	  Socket	   1	  (FC-‐LGA	  1155)	  
Chipset	   Intel®	  H61	  Express	  
Memory	   Up	  to	  16GB	  (using	  UDIMMs),	  2	  DIMM	  sockets,	  DDR3-‐1333,	  non-‐ECC	  

Drive	  Bays	   (1)	  3.5”	  SATA/SAS	  Internal	  HDD	  bay	  
Hard	  Drives	   3.5	  inch	  SATA	  or	  SAS,	  7.2K	  RPM	  
Optical	  Drive	   DVD-‐Multiwriter	  (optional)	  
Network	  Interface	   1	  GbE	  port	  
I/O	  Slots	   1	  PCIe	  Gen2x16,	  Low	  Profile	  

2	  PCIe	  Gen2x1,	  Low	  Profile	  
USB	  Ports	   6	  ports	  (2	  front,	  4	  rear)	  
Serial	  Ports	   2x	  DB9	  
Power	  Supply	   250W	  FlexATX	  80Plus	  	  
Video	   VGA	  and	  DVI-‐D	  

Audio	   5.1	  audio	  subsystem	  based	  on	  the	  Realtek	  ALC892	  HD	  audio	  codec	  
Operating	  Systems	   Solaris	  10,	  Linux,	  Windows	  
	  


